( PRESSURE REDUCING VALVE ( KRT6M/... )
List: KRT6M-1-June 2012
| DESCRPTON | DIMENSIONS )
v Pressure reducing valves KRT6M/1,6P ; KRT6M/10P ; KRT6M/21P ; (KRTEM/...A
for modular mounting- R ’ ‘( A
KRT6M/... |
v’ The pressure reducing lL <} P B{:} 1
valves are used to limitthe | | VY %NI1 N A @ | o
pressure in the separate N
sections of the hydraulic f( |
systems where constant | <} T G
pressure is achieved (at
162,5 (KRT6M/1,6P) ; 162,5 (KRTEM/10P)
element outlet) lower than 177,5 (KRT6M/21P) ; 173 (KRT6M/.. A)
the inlet pressure and
independent of its changing.
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PRESSURE REDUCING VALVE ( KRT6M... )
SYMBOL ) ORDERING CODE )
KRT 6 |M / * %Kk | K kK
Pressure reducing valve
Nominal bore 6mm.
Modular mounting
Pressure reducing range:  up to 16 bar.-1,6
up to 100 bar.-10
up to 210 bar.-21
Function - Pressure reducing inlinePtoP -P
inline A toA-A
inlineB toB-B
KRT6M/...P
- N
L TECHNICAL DATA D,
Weight 1,165 kg
1,4 kg (KRT6M/21P)
Max. inlet pressure 320 bar
Rated flow (Ap=2,5bar) 20 I/min
Pressure reducing range:| Safety pressure range:
KRT6M/1,6P 0,8...16 bar 3...16 bar
KRT6M/10P 10...100 bar 20...100 bar
KRTeM/21P 20...210 bar 30...210 bar
KRT6M/10A 10...100 bar 20...100 bar
KRT6M/10B 10...700 bar 20...100 bar
Working liquid-hydraulic oils with characteristics:
-viscosity 10...400 cSt
AT
V77777, )77 T -degree of filtration 0,025 mm
-temperature -20...+80°C
BULGARIA, 6100 Kazanlak,
31, Makariopolski str.,
Tel.:: (+359 431) 622-22, 655-89
Fax: (+359 431) 622-23,
e-mail: shipka54@mbox.contact.bg
~
/

2/2



