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- Normal version (flange);

Rotation “C” - (clockwise)

9,5210,1

.X330M - for M port (see the picture | and the table below);
..X330G - for G port (see the picture | and the table below);
..X330U - for U port (see the picture | and the table below).
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Rotation “A” - (anticlockwise)
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| — variants (inlet only)
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10A(C)1X330 1 1,40 3.26 250 3500 | 39,1 | 81
10A(C)1.25X330 1,25 1,74 4,07 250 3500 | 395 | 82 |, | <
10A(C)1,6X330 1,6 2,23 521 250 3500 | 40,3 | 83.6 g s
10A(C)2X330 2 2.82 6,58 250 3500 | 411 | 852 |2 = |
10A(C)2,5X330 2.5 3,53 8,23 250 3500 | 42,1 | 872 O |a
* [04(C)2,65X330 2,65 3,74 8,72 250 3500 124 | 878 E
10A(C)3,15X330 3,15 444 | 10,36 | 250 3500 | 43,5 | 89,8 2
10A(C)3,65X330 3,65 515 | 12,01 250 3500 | 444 | 919 o
10A(C)4,2X330 472 502 | 13,82 | 250 3500 | 45,5 | 94,1 | \* By
* [04(C)4,7X330 47 6,63 15,46 250 3500 46,1 96 § “
10A(C)5X330 5 705 | 14,10 | 250 3000 | 47,1 | 972 | = | <
10A(C)5,7X330 57 812 | 1625 | 200 3000 | 485 | 1001 Q
10A(C)6,1X330 6,1 8,69 14,49 180 2500 49,4 | 101,8 O
10A(C)7,4X330 74 10,55 | 17,58 180 2500 | 52,1 | 1072 |y %
* J04(C)8X330 8 11,40 15,20 150 2000 53,4 109,7 | % =
10A(C)8,5X330 8,5 12,11 | 16,15 150 2000 | 544 | 1117 § 2
10A(C)9,8X330 9.8 13,97 | 18,62 120 2000 57 | 117 =
* - These pumps - only under a special order




