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DESCRPTON | DIMENSIONS )
v" Unloading relief valves KPR10/..P
for plate mounting-
KPR-10/...P S i = |
v/ Unloading relief valves . ! |
are designed to switch on P - N\ @ @ A
or switch off automatically 1 ‘ _= -
the pump in the hydraulic e -
system , depending on the 116
pressure range at the =
pressure line (at the point
after the check valve).
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BULGARIA, 6100 Kazanlak, -
31, Makariopolski str.,
Tel.:: (+359 431) 622-22, 655-89
Fax: (+359 431) 622-23,
e-mail: shipka54@mbox.contact.bg
| APPLICATIONS | ORDERING CODE b
N N |
KPR - 10| / *** P
Unloading relief valve
Nominal bore 10mm.
Rated pressure: up to 63 bar.-6,3
up to 160 bar.-16
Valve position - atline P
Single pump / accumulator system
~ symBoL b TECHNICAL DATA b
N N |
Weight 5,440 kg
Max. unloading pressure KPR-10/6,3P 63 bar
KPR-10/16P 160 bar
Rated flow (Ap=2,5 bar.) 40 I/min
Working liquid-hydraulic oils with characteristics:
-viscosity 10...400 cSt
-degree of filtration 0,025 mm
-temperature -20...+80C
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